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Pulverised Fuel Ash, Cenospheres and Furnace Bottom Ash Production and
Utilisation Data for 2003

Proportions of Sold Material by Application - Jan to Dec 2003

Misc. including Lytag
4% Gypsum sold
Fill and ground remediation 18%
14%

Aerated blocks
15%

FBA utilisation
19%

Grouting
5% Cenospheres

0%

Non-aerated concrete blocks and
precast
4% Concrete Addition
14%

Cement raw material
Blended Cement 5%

2%

Notes:

e All available cenospheres produced are utilised within the UK. Cenospheres are normally processed and used in a
wide variety of applications ranging from the manufacture of paints, plastics, specialist heat resisting applications,
etc.

e 96.9% of the Furnace Bottom Ash produced is sold and used mainly as a coarse aggregate in lightweight concrete
blocks. Any remaining material is stockpiled awaiting sale.

For further information about the applications for PFA and FBA please contact:

UKQAA

Regent House

Bath Avenue
Wolverhampton

West Midlands WV1 4EG

Tel: 01902-576-586

Fax: 01902-576-596

E-Mail: Enquiries@ UKQAA.org.uk
WEB site: www.UKQAA.org.uk

NB: Error corrected in blended cement data on 27 Sep. 04.
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