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The following pie shows the proportions of ash products sold during 2010.

UK Sales of Coal Fired power station products in 2010

Concrete Addition (Type 1) added at
the ready-mixed plant to EN450-1,
8.97%

Cement Raw Material for the kiln, e.g.

as a material feed for cement kilns Blended Cement or Minor Additional

Constituent in a cement factory, e.g.

3.68%
EN197-1 cements, 6.08%
Concrete Addition (Type Il) added ata
FBA production, 12.9% precast concrete plant, e.g. EN450-1,
e 0.1%

Filler Aggregates for Concrete (Type |
addition), 0.1%

Concrete Block Manufacture (Not
aircrete), 1.8%

Gypsum produced, 27.1%

Autoclaved Aerated Concrete Blocks,
9.3%

Grouting, e.g. mineshafts, caverns,
etc., 2.7%

Hydraulically Bound Materials
(FABM), 0.0%

Cenospheres, 0.0%.

Soil Stabilisation and Ground
Remediation, 0.3%

High carbon ash
returned for re-burning, 0.6%.

Sent to Land Reclamation
projects, 7.2%

Miscellaneous applications, 0.7%

Sent to Temporary Stockpile, 2.5% PFA supplied — but final use not
known, 0.7%

Should you have any query about this or any other aspects of the production and use of coal fired power
station materials, please do not hesitate to contact the UKQAA as follows;

UKQAA

Maple House

Kingswood Business Park
Holyhead Road
Albrighton
Wolverhampton

West Midlands WV7 3AU

Tel: 01902-373365
E-Mail: Enquiries@UKQAA.org.uk
WEB site: www.UKQAA.org.uk

Lindon K. A. Sear, BSc, PhD, FICT
Technical Director
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